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GENERAL

Length (feed table up): 140.4" (356.6 cm)

Length (feed table down): 154.8" (393.2 cm)

Width: 79.5" (201.9 cm)

Height: 101.5" (257.8 cm)

Weight (with clutchless PT0): 2980 Ib (1351.7 kg)
Weight (with centrifugal clutch): 3100 Ib (1406.1 kg)

ENGINE

Make/Model: Briggs & Stratton Vanguard
Gross horsepower: 35 hp (26 kW)

Max torque: 53 ft-Ib (71.9 Nm)

Fuel type: Gasoline

Number of cylinders: 2

Cooling medium: Air

FEED SYSTEM

Max chipping capacity: 9" (22.9 cm)
Infeed opening height: 9" (22.9 cm)
Infeed opening width: 14" (35.6 cm)
Feed roller orientation: Horizontal
Feed table height: 25" (63.5 cm)

Max feed speed: 146 fpm (44.5 m/min)

Feed roller dimensions: 15.8" diameter x 13.5" long (40.1 cm x
34.3 cm)

NOTES:

CUTTING SYSTEM

Disc dimensions: Thickness of 1" (2.5 cm) and 33" (83.8 cm) diameter
Disc speed: 1500 rpm

Knives: 2 Knives - 5" x 11.8" (12.7 x 30 cm) dual-edge reversible

Bedknives: 2 with two usable edges and the following size:
5" x 12.1" (12.7 cm x 30.7 cm) horizontal and
5" x 8.8" (12.7 cm x 22.4 cm) vertical

Engagement system: Clutchless PTO or centrifugal clutch

CHASSIS/BRAKES

Frame: 3/16" x 5.6" (.5 cm x 14.2 cm) Z-channel

Tires: ST215/75R14

Axle/Suspension: 3500 Ib (1587.6 kg)

Optional Axle/Suspension: 3500 Ib (1587.6 kg) with electric brakes
Hitch: Pintle or ball

CAPACITIES/ELECTRICAL

Fuel tank: 16 gal (60.6 L)

Hydraulic tank: 6.8 gal (25.7 L)

Max hydraulic flow: 5 gpm (18.9 L/min)
Electrical: 12 V with Group 24 — 580 CCA battery
Lights: LED trailer lights

OPTIONS

Optional centrifugal-style clutch

Extended warranty

Special paint

Planned maintenance

Vermeer Confidence Plus® asset protection program




