SECTION 09900

PAINTING


WILL ROGERS BIRTHPLACE RANCH HOME RESTORATION

SECTION 09900 PAINTING
2.01
PRIMERS 


Product names are Sherwin Williams, Cleveland, OH products unless otherwise noted.

A.
Metal Primer: Pro Industrial Pro-Cryl Universal Primer B66-310.

B.
Exterior Primers:

1.
Latex Primer: Exterior Latex Wood Primer.

2.
Oil-Base Primer: Exterior Oil-Based Wood Primer. 
C.
Interior Primers:


1.
Latex Primer: Premium Wall and Wood Primer.

2.
Oil-Base Primer: Multi-Purpose Interior Oil-Based Primer. 
D.
Cement Plaster Primer: Loxon Concrete and Masonry Primer and Sealer. 
2.02
PAINTS

Product names are Sherwin Williams, Cleveland, OH products unless otherwise noted.
A. Paint 1: Emerald Rain Refresh Acrylic Latex Enamel, Satin.
B. Paint 2: Emerald Rain Refresh Acrylic Latex Enamel, Flat

C. Paint 3: Emerald Urethane Trim Enamel
Satin.
D. Paint 4: Armorseal Tread-Plex Acrylic, Semi-Gloss. 

E. Paint 5: Duration Acrylic Latex Enamel, Semi-Gloss.
F. Paint 6: Duration Acrylic Latex Enamel, Flat.

3.11
SCHEDULE OF PAINT FINISHES 

A.
Metal Exterior:
1. New Metal Roof Gutters and Chimney Flashings: Factory Finish see Section 07650 Wood Shake

Roof. 


2.
Existing and New Mechanical. Electrical and Fire Sprinkler Components:

a.
Coat 1:  Metal Primer. 1.8-3.6 mils DFT

b.
Coat 2:  Paint 1. 1.6 mils DFT

c.
Coat 3:  Paint 1. 1.6 mils DFT


B.
Wood Exterior:


1.
Existing Siding, Roof Overhangs, House Trim, Crawl Space Vents and Existing Windows:

a.
Coat 1:
Latex Wood Primer, 1.3 mils DFT

b.
Coat 2: 
Paint 1. 1.6 mils DFT

b.
Coat 3: 
Paint 1. 1.6 mils DFT

c.
Total DFT: 4.5 mils.
2.
Existing and New Doors, Door Trim and South Entrance Door Trim and Window Trim:

a.
Coat 1:
Latex Wood Primer. 1.3 mils DFT

b.
Coat 2:  
Paint 3. 1.6 mils DFT

b.
Coat 3:  
Paint 3. 1.6 mils DFT

c.
Total DFT: 4.5 mils.
3.
Replacement Windows:


a.
Coat 1:  
Paint 1. 1.6 mils DFT

b.
Coat 2:  
Paint 1. 1.6 mils DFT

c.
Total DFT: 3.2 mils.
4. Existing Exterior Veranda Porch and Sleeping Porch Ceilings:


a.
Coat 1:  
Paint 2. 1.6 mils DFT

b.
Coat 2:  
Paint 2. 1.6 mils DFT


c.
Total DFT:  3.2 mils.

5. New Veranda Front Porch Decking and Existing Second Floor Sleeping Porch Wood Flooring:

a.
Coat 1:  
Oil-Base Primer. 2.3 mils DFT

b.
Coat 2:  
Paint 4. 1.5 -2.0 mils DFT

c.
Coat 3:  
Paint 4. 1.5 - 2.0 mils DFT


5.
New Wood Trim Work:

a.
Coat 1:  
Oil-Base Primer. 2.3 mils DFT

b.
Coat 2:  
Paint 2. 1.6 mils DFT

c.
Coat 3:  
Paint 2. 1.6 mils DFT

d.
Total DFT:  5.5 mils.



6.
Existing Wood Trim Work Where Raw Wood is Exposed:

a.
Coat 1:  
Latex Wood Primer. 1.3 mils DFT

b.
Coat 2:  
Paint 2, 1.6 mils DFT

c.
Coat 3:  
Paint 2, 1.6 mils DFT

d.
Total DFT:  4.5 mils.
B. Wood Interior: 

.

1.
Existing Wood Trim, Windows and Doors including Door Hinges:


a.
Coat 1:  
Paint 3. 1.6 mils DFT

b.
Coat 2:  
Paint 3. 1.6 mils DFT


c. 
Total DFT:  3.2 mils.
2.
Existing Wood Trim Work Where Raw Wood is Exposed:


a.
Coat 1: 
Latex Primer, 1.5 mils DFT

b.
Coat 2: 
Paint 3. 1.6 mils DFT

c.
Coat 3: 
Paint 3. 1.6 mils DFT


d. 
Total DFT:  4.7 mils.
3.
Replacement Windows:

a.
Coat 2: 
Paint 3. 1.6 mils DFT

b.
Coat 3:
Paint 3. 1.6 mils DFT


C.
Total DFT:  3.2 mils.



4.
   New Wood Trim and Doors including Door Hinges. 

a.
Coat 1: 
Latex Primer, 1.5 mils DFT

b.
Coat 2: 
Paint 3. 1.6 mils DFT

c.
Coat 3:
Paint 3. 1.6 mils DFT


d.
Total DFT:  4.7 mils.



5.
Existing Walls Wood Board:


a.
Coat 1:  
Paint 5. 1.6 mils DFT

b.
Coat 2:  
Paint 5. 1.6 mils DFT


c.
Total DFT: 3.2 mils.


6.
New and Existing Wood Floors:

a.
Coat 1:  
Oil-Base Primer. 2.1 mils DFT


b.
Coat 2:  
Paint 4. 1.5 -2.0 mils DFT

c.
Coat 3:  
Paint 4. 1.5 -2.0 mils DFT

7.
Existing Ceilings Wood Board:


a.
Coat 1:  
Paint 6. 1.6 mils DFT

b.
Coat 2:  
Paint 6. 1.6 mils DFT


c.
Total DFT: 3.2 mils.
C. Metal Interior:


1.
Existing Mechanical, Electrical and Fire Sprinkler Components:


a.
Coat 1:  Paint 5. 1.6 mils DFT.

b.
Coat 2:  Paint 5. 1.6 mils DFT


2.
New Mechanical, Electrical and Fire Sprinkler Components:


a.
Coat 1:  Latex Primer, 1.5 mils DFT

b.
Coat 2:  Paint 5. 1.6 mils DFT

c.
Coat 3:  Paint 5. 1.6 mils DFT


d.
Total DFT:  4.7 mils.
D. New Interior Plaster:

See installed Cement Plaster manufacturer’s data information for required curing time prior to Primer

application. 

a.
Coat 1:  Primer. 2.1-3.2 DFT

b.
Coat 2:  Paint 7 (Including Wood Grounds). 1.6 mils DFT

c.
Coat 3:  Paint 7 (Including Wood Grounds). 1.6 mils DFT
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